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Gembird ® UPC-5004E-SO CAT5e cable specification 
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UPC-5004E-SO 
Twisted 4 x AWG24 solid pairs enhanced category 5E UTPcable 

 
 
Specification: 

• Structure: bare solid AWG24 (1/0.48mm diameter) copper cord, PE insulation, PVC/LSOH PVC 
jacket 

• Standards met to: ISO / IEC11801, ANSI / TIA / EIA-568A 
• Application: horizontal network cabling for, TP-PMD audio, ISDN, ATM155Mbps, 100Mbps 

TPDDI, Fast Ethernet. 
 

Frequency, 
MHz 

Impedance, 
Capacitance 

Return loss, 
dB 

Attenuation, 
dB/100m 

NEXT, dB ELFEXT, dB

0.772 / 2.2 67.0 66.0 
1.0 20.0 2 4 65.3 63.8 
4.0 23.0 4.9 56.3 51.7 
8.0 24.5 6.9 51.8 45.7 
10.0 25.0 7.8 50.3 43.8 
16.0 25.0 9.9 47.3 39.7 
20.0 25.0 11.1 45.8 37.7 
25.0 24.2 12.5 44.3 35.8 
31.25 23.3 14.1 42.9 33.9 
62.5 20.7 20.4 36.4 27.8 
100 

 
 
 
 
 
 

100 ±15Ohm,  

19.0 26.4 35.3 23.8 
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