
Online rack UPS, 2000 VA

MADE IN CHINA

Gembird Europe B.V.
Wittevrouwen 56, 1358CD Almere, The Netherlands

P/N: EG-UPSO-RACK-2000
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SPECIFICATIONS
UPS type: online, pure sine wave
Input: 220 V AC ± 25 %, 50 Hz / 60 Hz ± 10 %
Output: 220 V AC ± 1 %, 50 Hz / 60 Hz ± 0.5 % (on battery)
Output power factor: > 0.99
Inverter output e�ciency (resistive load): 85 %, any load type is allowed
Switching time: zero
Backup time: 8...20 mins (depends on the load)
Battery: 151 mm x 65 mm x 95 mm, sealed lead-acid 12 V / 9 Ah / 2.35 kg x 4 pcs, 48 V DC
Charge time: 90 % capacity restored in 3 hours
External battery connectors: yes
Sockets: input IEC C14, outputs: 8 x IEC sockets
Interface communication: USB; optional slots: RS485 / dry contacts / SNMP
Operating conditions: 0 °C ~ 40 °C, at humidity 10 % ~ 90 % RH non condensing
Noise: < 45 dB (at 1 meter distance)
Power: 2000 VA (1800 W)
Dimensions: 440 m x 528 mm x 88 mm
Product weight: 21.9 kg
"Cold-start" function

SYSTEM REQUIREMENTS
In order to work correclty, the connected load should be at least 5% of the maximum capacity of the 
UPS. For example, a 700 W UPS needs at least a connected load of 35 W to work.
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EG-UPSO-RACK-2000

PACKAGE CONTENTS
UPS | Power cord | USB cable | 

Software CD | Spare fuse

size: 690x545x201 mm

Actual package may differ  from this package preview. 
No rights can be derived from this document. 


